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Relation to IPPA goals

The C-Maod boundary physics program addresses a number of 1ssues listed
the IPPA document,
o 5. 1.1 lurbulence and transport (3.1 1.1, 3.1 1.2, 5. 1.1.5)

+ Advance the scientific understanding of turbulent transport. forming the basis

for a reliable predictive capability in externally controlled svstems
e 3.1.4 Plasma boundary physics (3.1.4.1.3.1.4.2, 3.1.4.3)

+ Advance the capability to predict detatled muolti-phase plasma-wall interfaces
at very high power- and particle-Tluxes.

o 3.3.1 Prolile control (3.3.1.4, 3.3.1.5 - low n_ divertor operation)

+ Assess prolile control methods for efficient current sustainment and
confimement enhancement in the advanced tokamak. consistent with efficient
divertor operation, for pulse lengths much greater than energy confinement
fmes.

o b1 Plasmatechnologies (3.4.1.3 - Plasma lacing components)
¢ Develop enabling technologies to support the aoals of the scientific program.
mcluding methods for plasma measurements, ... develop plasma facing
components. . ..
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C-Mod Boundary physics program

o Optimuze the performance of fusion devices through
o munimal core impurities (radiaton, fuel dilution),
o maximal first-wall lifetime, power handling
o divertor design for optimal impurity/neutral compression and pumping

e |0 those ends we concentrate our research on

+ EBEdoe plasma transport
" Our primary emphasis because it is the determining factor for heat and particle
loadings, impurity sources and transport
+ Neutral dynamics and fueling
+ lmpurities

¢ Develop predictive capability scaleable to reactor (ITER)

o We also identfly and develop hardware and technigues tor
+ Heat flux handling & density control




High heat flux handling & density control Alcator
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o lmportant for the success of the C-Maod program

o Supports ITER for high-£ experience

Slatus Croals/Program
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+ melting at some divertor leading lemperature monitorng

*does (shielded Trom the core) : .
cdges Lshieided M o Extend divertor heat-handling

e Energy deposited will increase capability (~x2)

+ Power increase by ~ x2. 5 seconds Toawt T :
Cdse B B o lest Tungsten-brush tiles

+ AT=q (W/m?) x v, % (t(sec))®? : : : ,
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- o BExiend power dissipation techmgues

® Al increases by ~ xd o

. . . (elhicacy. low-n_)
+ extrapolation == melting at strike

points if nothing is done o Cryopump operation

o No pumping, but H-mode densities
might be too high for AT



C-Mod continues to explore new concepts in
ower control C-Mod
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Cryopump
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e Based on our experience with SOL transport and
neutral dynamics, we will investizate a new
combined particle and power control operation. ..
o Mear double-null operation
o Heat load to primary divertor
+ Particle pumping to secondary divertor
o Uryopump on secondary divertor, outer leg
¢ Whyv? And what for?
o Upen divertor sull “plugeed” by plazma
+ Radial fluxes are high. feeding 2nd divertor
¢ Separates power and particle control functions
= Simphifies each divertor design

|

Mew optimized

el outer divertor

e We also plan to use advanced divertor target
materials (high £)
o Prototvpe tungsten brosh modules (near term)

¥ i



Tungsten brush tile development and testing E&Etﬂr
part of the C-Mod program /(;Mr_}d

o lungsten brush tles have been proposed for BPXs
Sample C-Mod W- + shown to handle up to 20 MW/m? steady state
brush tile » resists melt layver formation

# 10 [OKamak cxperience

o C-Mod s working towards W-brush tile installation
and testing
¢ based on onginal Sandia design
+ collaboration with Sandia

o C-Mod design aimed at
+ simplified construction and manufacture
+ maximization of W/ support interface

| | o P’lans
| ! o 2 different tile designs being manufactured & tested
+ plan for mstallation of ~ 5-10tiles next vacuuwm break
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e Cur intent 1s 1o continue o make fundamental contributions with emphasis on the
following :

Divertor and Edge Physics: Summary

o Steady state profile transport analvsis to understand

® Poloidal vanations, machine scalings (ITER) = uncover underlving phvsics

*

Edge tlows importance in core continement and possibly L/H threshoelds
+ lTurbulence studies
® Turbulence relationship to large convective transport
® lmproved images analvses/scalings/simulations & predictive capability,
= Control if possible
Dievelop predictive capability for ITER 501 and thus power flows to PEC surfaces
Measure and model the 31 aspects of neutral dynamics
Characterize impurities at every step in “hifecvele” - develop “predictive codes’.

Dievelop separable divertor particle and heat control functions

* ¥ * ¥ ¥

Optimize high-2Z first-wall and divertor for long-pulse & heat flux operation

o Providing vital support for overall physics program
¢ Advanced Tokamak
¢ Burning Plasma



